Category 6 Booted Patch Cord
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Package includes:
A. CAT 6 Booted Patch Cord, 1 pc

CAT 6 Booted Patch Cord

Features and Benefitls:

Component rated CAT 6 patch cords assuring high signal quality, minimal cross talk and return loss,
and minimizing noise and unwanted emissions

Creates an ultra high speed CAT 6 circuit connection for cross and direct connects by patching
cable runs to subsystems and equipment

Designed with ultra slim low profile boots for high density applications without any compromise

in performance

Exceeds ANSI/TIA/EIA-568-B.2-1 Category 6 connecting hardware requirements

Backwards compatible to all lower rated category components

Used with IC107 CAT 6 modules and ICMPP CAT 6 patch panels

Availablein 1, 3, 5,7, 10, 14, 20, and 25 FT

Available in black, blue, green, gray, orange, red, white, and yellow allowing easy and quick circuit
identification

e Custom lengths available upon request
e UL listed
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WIRING DIAGRAM

PLUG A | PLUG B COLOR
1 1 WHITE /ORANGE
2 2 *ORANGE
3 3 WHITE /GREEN
4 4 *BLUE
5 5 WHITE /BLUE
6 6 *GREEN
7 7 WHITE /BROWN
8 8 *BROWN

* A WHITE MARKING IS OPTIONAL

CATEGORY 6 CONNECTING HARDWARE REQUIREMENTS

FREQUENCY (MHz) | 1.0 | 40 | 80 [10.0 |16.0 [20.0 | 25.0 [31.25]|62.5 [100.0|200.0{250.0
NEXT LOSS (db) 75.0 | 75.0 | 75.0 | 74.0 | 69.9 | 68.0 | 66.0 | 64.1 | 58.1 | 54.0 | 48.0 | 46.0
FEXT LOSS (db) 75.0 [ 71.1 | 65.0 | 63.1 | 53.0 | 57.1 | 55.1 | 53.2 | 47.2 | 43.1 | 37.1 | 35.1

RETURN LOSS (db) 30.0 | 30.0 | 30.0 | 30.0 | 30.0 | 30.0 | 30.0 | 30.0 | 28.1 | 24.0 | 18.0 | 16.0

INSERTION LOSS (db)| 0.10| 0,10 | 0.10 | 0.10 | 0.10 [ 0.10 | 0,10 | 0,11 | 0.16 | 0.20 [ 0.28 | 0.32

ITEM NO. |L(FT)| TOLERANCE(IN)
ICPCSB01XX| 1 e
ICPCSB03XX| 3 e
ICPCSBOSXX| 5 *
ICPCSB07XX| 7 12
IcPCcs610xxX | 10 3
+3
ICPCSB14XX | 14 ’5
IcPCS620XX | 20 ‘5
C. STRAIN RELIEF: ICPCS625XX]| 25 +4
-MATERIAL: PVC, UL 94V-0 —0
4. COLOR: XX: BK-BLACK, BL-BLUE, GN-GREEN, GY-GRAY, OR-ORANGE, RD-RED, WH-WHITE, & YL-YELLOW
PATCH CORD, CAT 6 BOOTED - Y ey
ITEM NO. SEE DETAIL ABOVE REY. A PremiumProducts
ProvenPerformance
DWG NO. PSPCS60000 PAGE NO. 2 Competitive Prices

CUSTOMER CARE / TECHNICAL SUPPORT * CSR@ICC.COM / 888-ASK-4-ICC (275-4422) * 16800 Edwards Road, Cerritos, CA 90703 * Phone 562-356-3111 * Fax 562-356-3100 * www.icc.com

© 2005 ICC. THIS DOCUMENT AND THE DESIGNS, SPECIFICATIONS AND INFORMATION CONTAINED HEREIN ARE THE PROPERTY OF ICC. REPRODUCTION, MODIFICATION, ALTERATION, OR UNAUTHORIZED USE WITHOUT ICC’S APPROVAL IS STRICTLY PROHIBITED,
ICC AND THE ICC LOGO ARE THE TRADENAME AND REGISTERED TRADEMARK OF ICC. ALL RIGHTS RESERVED.



